
Large capacity, top-filling bag.

 Powerful, two-stage, 1.6 hp 
vacuum motor.

 40 foot power cord.

 Convenient cord hooks with 
quick release.

 Cleans both hard floors 
and carpets.

 Quiet operation.

Low-level exhaust.

Slip-free, neoprene toothed brush 
belt is enclosed for protection 
from dirt.

 Rubber-stripped wheels for 
smooth operation and traction.

Cleans flush to baseboard.

 Two-row, chevron brush maintains 
constant speed of 5400 bristle 
contacts per minute (2700 rpm).

 Quick-release hose for easy 
maintenance.

Sensor XP’s 0.3 micron filtration 
system increases performance 
and improves indoor air quality.

1.  Triple-lined bag filters out dust 
and dirt.

2.  Off-set Air Quality MicroFilter™ 
provides increased vacuuming 
performance. HEPA filter kit 
available (part #5827 WI).

3.  Final exhaust filter catches 
motor exhaust particles.

4.  Precision-engineered body 
parts prevent seam air leaks.

Performance
Features

4 » In the upright storage position, 
Sensor XP’s adjustment wheel lifts 
the brush completely off the floor.

1, 2 & 3 » Sensor XP automatically 
sets the brush height to the best 
cleaning position for the pile. 



Technical Specifications

Specifications are subject to change without notice.

Model: 
Order No.:

SRXP12 
1.012-024.0

SRXP15 
1.012-027.0

SRXP18 
1.012-030.0

Vacuum Motor: High performance, two-stage, 1.6 hp, (1200 
watts), 90" (228 cm) waterlift, 105 cfm  
(50 l/s) airflow

Same Same 

Housing: Injection molded, high-impact ABS plastic Same Same

Brush Drive: Non-slip toothed belt, enclosed, electronic 
safety clutch and speed control

Same Same 

Brush Speed: 5400 brush contacts per minute, 2700 rpm Same Same

Brush Servo Motor: Automatically sets brush height,  
electronic sensor

Same Same

Dust Bag: Triple layer bag with 323 in³ (5.3 l), enclosed, 
top-loading

Same Same

Filtration: 99.6% at 0.3 microns, 76 in² (490 cm²) filtration 
area Optional HEPA filter, 99.97% at 0.3 microns

Same Same 

Wheels: 2.5" (6.4 cm) dia. rubberized Same Same

Cable: 40' (12 m) 18/3 SJT, double insulated Same Same

Electrical: Operates on 120V, 60 cycle 230V, 50 Hz models 
available in some markets

Same Same 

Agency Approval: UL Listed to U.S. and Canadian  
Safety Standards

Same Same

Working Width: 12" (31 cm) 15" (38 cm) 18" (46 cm)

Height: 46" (117 cm) Same Same

Handle Weight: 1.5 lbs (0.7 kg) Same Same

Weight 
  With Cable: 
  Without Cable:

 
18 lbs (8.2 kg) 
16 lbs (7.2 kg)

 
18 lbs (8.2 kg) 
16 lbs (7.2 kg)

 
19 lbs (8.6 kg) 
17 lbs (7.7 kg

Shipping Weight: 20 lbs (9.2 kg) 20 lbs (9.4 kg) 21 lbs (9.7 kg)

Sound Level: 70 dBA at operator Same Same

Tools: On-board crevice and upholstery tools, optional 
dusting brush and clip (part #1094 and part 
#5352WS) available

Same Same  

Approvals: CRI Indoor Air Quality Testing Program Same Same

Warranty: Windsor Three Year Protection Plan. 
See full warranty for details

Same Same 

Patents: 5028245, 4955106, 5056175 Same Same
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